**EXISTING WALL BRICK**

**VERTICAL BUTT JOINT**

- **ACRYTEC PANEL SPEC**
  - Corrosion Coated Stainless Steel Fasteners
  - Set back min. 16mm [0.625"] from edge of panel

- **18Ga Galvanized Acry Channel**
  - C/W Drainage Holes at 100mm [4"] O.C.
  - Vertically, Mounted at 400mm [15.75"] Max. O.C.

- **25mm [1"] Drainage Cavity**

- **Moisture Barrier**

- **Horizontal Channel** at bottom of wall

- **Brick Typical**

- **Exterior Sheathing**

- **Colour Matched Sealant and Backer Rod** or use Illmod 600

- 12mm [0.5"] Bead of Acrytec Specified Adhesive
  - Apply Continuously to all Acry Channel

- S/S Corrosion Resistance Coated Screw 1/4-8"
  - With Plastic Sleeve
  - Drive through brick, must pre-drill brick

- **ACRYTEC PANEL**

**Notes:**
- S/S Corrosion Resistance Coated Screw 1/4-8"
- Drive through brick, must pre-drill brick
- 12mm [0.5"] Bead of Acrytec Specified Adhesive
- Apply Continuously to all Acry Channel
- Corrosion Coated Stainless Steel Fasteners
- Set back min. 16mm [0.625"] from edge of panel
- 18Ga Galvanized Acry Channel C/W Drainage Holes at 100mm [4"] O.C.
- Vertically, Mounted at 400mm [15.75"] Max. O.C.
- 25mm [1"] Drainage Cavity
- Moisture Barrier
- Horizontal Channel at bottom of wall
- Brick Typical
- Exterior Sheathing